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1. CASE DIMENSION

DO-204AH (DO-35 Glass)
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Dimensions In inches and (millimeters)
2. MARKING

1.Part Name Mark: 1N4148

2.Logo Mark: GD
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COOD ARK SUZHOU GOODARK ELECTRONICS CO., LTD

3. ABSOLUTE MAXIMUM RATING

(T,=25°C unless otherwise noted.)

Parameter Symbol Limit Unit
Reverse woltage Ve 75 Violts
Peak reverse voltage Vo 100 Volts
Average rectified curent L. 150" mA
half wave rectification with resistive load at T, =25C FiA]

Surge forward cument at t<1s and T_=._'-’5°C - s00 mA
Power dissipation at T,  =25eC ™ P Soo mW
Thermal resistance junciion to ambient air R 350 ST
Junction temperature 'I'J 175 C
Storage temperature range T, -65 to +175 o

Motes: 1. Valid provided that leads at a distance of Bmm from case are kept at ambient temperature

4 ELECTRICAL CHARACTERISTICS

(T =25°C unless otherwise noted.)

Parameter Symbaol Test Condition Min. Typ-. Max. Unit
Reverse breakdown voltage ‘J_,_RR L=100ut 100 Yolts
Forward voltage W L.=10m& - - 1.0 Volt
V=20V - - 25 nA
Leakage cument L, V =TSV - - 50 uh
V=20V, T =150°C - - 50 uh
Capacitance C. W =V =0V - - 40 pF
Voltage rize when switching ON v tp = 0.1=, Rise time < 30ps ) ) 5 s
(tested with S0maA pulses) ¥ fp=5 to 100kHz ’
) L=10méA, I=1mA
Reverse recovery time t. V=6V, R =1000 - - 4.0 DS
Rectification efficiency nv =100MHz, /=2 D45 - -
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Rectification Efficiency Measurement Circuit
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RATINGS AND CHARACTERISTIC CURVES

(T, = 25°C unless otherwise noted)
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SUZHOU GOODARK ELECTRONICS CO., LTD

GOOD-ARK
Leakage current
na versus junction temperature
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Admissible repetitive peak forward current versus pulse duration
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SUZHOU GOODARK ELECTRONICS CO., LTD

5.TAPING SPECIFICATION & PACKAGING

Taping

AS

athode Lead: Red Tape / Yellow

athode marking

Anode Lead: White Tape 7/ Yellow

Case Type: DO-35 52 mm Taping
K: Max. 1.0 mm
S: 5.0+0.5 mm
AS: Max. 0.5 mm
B: 6.0+1.0 mm
G: 52.4+1.5 mm
| Packing | Ammo Packaging (52mm Taping) | GD1N4148 TB
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SUZHOU GOODARK ELECTRONICS CO., LTD

GOOD-ARK
6. PACKAGING SPECIFICATION
Ammo Packaging (52mm Taping) GD 1N4148 TB

(1) Primary Packaging GW: 1.68KG
Ammo Packaging (L:290mmxW:80mmxH:150mm)
Quantity 10,000pcs/box

[

(2) Secondary Packaging GW: 18KG
Corrugated cardboard box (A: 430mmxB: 310mmxC: 330mm)
Quantity 100,000pcs/Carton
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COODARK SUZHOU GOODARK ELECTRONICS CO., LTD

7. DESCRIPTION OF BOX LABEL
1) Box Packaging
(1) Part No.
(2) Quantity
(3) Lot No.

2) Carton Packaging

(1) Customer Name

(2) Type

(3) Quantity

(4) Carton No

(5) Lot No.

(6) Net Weight
(7) Gross Weight
8) Q.A.

8. THE RECOMMENDATION FOR SOLDERING CONDITION (PB
FREE)

'
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COODARK SUZHOU GOODARK ELECTRONICS CO., LTD

9. DATABOOK REFERENCE
The following data references are available for this device:
1. Good-Ark Databook
2. Applications Notes

3. Internet homepage: http://www.goodark.com/

Reference Address

All enquiries relating to this document should be addressed to the following:
Good-Ark Electronics Co., Ltd.

19F Metropolitan Towers, 199 Shishan Rd.

Suzhou New District, 215011, P.R.China

Phone : + 86 512 6818 8888 Fax : + 86 512 6818 1222
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