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Super Flux Red LED

OSR5MAZ161D

sFeatures

» High Power Output

«Outline Dimension
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» Water Clear Type i .
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* Low Thermal Resistance F Tolerance:+0. 3mm
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sApplications A~ _
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. Automotive Dashboard Lighting | T—— [ II | |
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. Traffic Signal Lamp L | )
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- Other Exterior Lighting . __ B
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sAbsolute Maximum Rating (Ta=25°C) aDirectivity
ltem Symbol Value Unit
DC Forward Current Ir 50 mA
Pulse Forward Current* Irp 120 mA
Reverse Voltage Vg 5 \Y
Power Dissipation Pp 120 mw
Operating Temperature Topr 230 ~ +85 T
Storage Temperature Tstg 40 ~ +100 T
Lead Soldering Temperature Tsol 260°C/5sec -
“Pulse width Max. 10ms Duty ratio max 1/10
sElectrical -Optical Characteristics (Ta=25C)
Item Symbol | Condition | Min. | Typ. | Max. | Unit
DC Forward Voltage Vi I=20mA 1.8 2.0 2.4 AY
DC Reverse Current I V=5V - - 10 UA
Domi. Wavelength o [=20mA 620 625 630 nm
Luminous Intensity Iv I=20mA 4000 | 5000 - med
50% Power Angle 2812 I=20mA - 60 - deg
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Super Flux Yellow LED

OSY5SMAZ161D

sFeatures
« High Power Output
- Waler Clear Type

* Low Thermal Resistance

sApplications
. Automotive Dashboard Lighting
. Traffic Signal Lamp

«  Other Exterior Lighting

=Outline Dimension

XY Unit:mm

Tolerance:40.3mm
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sAbsolute Maximum Rating (Ta=25C)
Item Symbol Value Unit

DC Forward Current Is 50 mA
Pulse Forward Current* Iep 120 mA
Reverse Voltage Vg 5 v
Power Dissipation Pp 120 mw
Operating Temperature Topr 230 ~ +85 T
Storage Temperature Tstg 40 ~ +100 T
Lead Soldering Temperature Tsol 260°C/5sec -
*Pulse width Max.10ms Duty ratio max 1/10
sElectrical -Optical Characteristics (Ta=25C)

ltem Symbol | Condition | Min. | Typ. | Max. | Unit
DC Forward Voltage Vg [=20mA 1.8 2.0 2.4 v
DC Reverse Current Iz Vp=5V - - 10 A
Domi. Wavelength n [=20mA 585 590 595 nm
Luminous Intensity Iv [=20mA 4000 5000 - med
50% Power Angle 2812 [=20mA - 60 - deg
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