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MATERIAL
Insulator: Nylon 9T, UL94V-0, Black
Contact Pin: Brass

GA000-MC120

A B C

EX:060080033
A:6.0
B:8.0
C:3.3B

G0:Gold Flash

TE:Tin 200u"T0:Tin Plated

S0:Selective Au

GD:Au 30u"
GC:Au 20u"
GB:Au 10u"
GA:Au 5u" SA:Selective Au 5u"

SD:Selective Au 30u"
SC:Selective Au 20u"
SB:Selective Au 10u"

B
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R:T/R With Cap
H:T/R W/O Cap

T:Tube W/O Cap
C:Tube With Cap
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CAP

＞ 2 x 4 Pin

≦ 2 x 4 Pin

L

10.0

5.08

W

6.3

6.3

H (Ref.)

7.0

7.0

H

D x1 ECN No.: 171201, Revise the Cap. 2017/12/01

E x1 ECN NO.:210916 Revise the drawing 2021/11/08

E

F  x6 Add the Peg 2023/02/16

F

F

P:With Peg

2

1.1

B+
1

2.
6

2.54

1.6±0.10F

F

F2.54x(No. of Contacts/2-2)±0.3

2.
0±

0.
20

F

TomaszB
Umieszczono obraz


	1
	1


