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TRANSISTOR (NPN) 

 
 

 PNP Complements to BCX51,BCX52,BCX53 
 Low Voltage 
 High Current 

 

 Driver Stages of Audio Amplifiers 
 

 

BCX54 45 

BCX55 60 Collector-Base Voltage 

BCX56 100 

V 

BCX54 45 

BCX55 60 
Collector-Emitter Voltage 

 
BCX56 80 

V 

Emitter-Base Voltage 5 V 

Collector Current 1 A 

Collector Power Dissipation 500 mW 

Thermal Resistance From Junction To Ambient 250 /W 
Junction Temperature 150  
Storage Temperature -55~+150  
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BCX54 45   

BCX55 60   V(BR)CBO IC=100礎 ,IE=0 

BCX56 100   

V 

BCX54 45   

BCX55 60   V(BR)CEO
 IC=1 mA,IB=0 

BCX56 80   

V 

V(BR)EBO IE=100礎 ,IC=0 5   V 

ICBO VCB=30V,IE=0   0.1 礎  

IEBO VEB=5V,IC=0   0.1 礎  

hFE(1)  VCE=2V, IC=5mA 40    

hFE(2)  VCE=2V, IC=150mA 63  250  

hFE(3)  VCE=2V, IC=0.5A 25    

VCE(sat)  IC=0.5A,IB=50mA    0.5 V 

VBE  VCE=2V, IC=0.5A   1 V 

fT VCE=5V,IC=10mA, f=100MHz 130  MHz 

 
 hFE(2) 

63 250 63 160 100 250 
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