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                                    KEY FEATURES AND BENEFITS 

⊕ High-Capacity Nickel Manganese Cobalt (NMC) Cylindrical Cell 

⊕ High Energy Density, Low Cost And Long Cycle Life 

⊕ Stable Energy For Applications Requiring High Power 

⊕ Low Self Discharge Rate And Low Maintenance 

⊕ Available In A Wide Range Of Sizes And Capacities 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Abuse Test            Test Result 

Nail Penetration       PASS-GBT31484 

Over Charge          PASS-GBT31484 

Over Discharge        PASS-GBT31484 

Rate Charge           PASS-GBT31484 

Rate Discharge         PASS-GBT31484 

High & Low Temp.     PASS-GBT31484 

Normal Temp. Cycles   PASS-GBT31484 

Temp. Cycles          PASS-GBT31484 

N.Temp. Storage 28d   PASS-GBT31484 

45̊C Storage 28d       PASS-GBT31484 

55̊C Storage 7d        PASS-GBT31484 

Heat Shock            PASS-GBT31484 

External Short         PASS-GBT31484 

Crush                PASS-GBT31484 

Infrabar               PASS-GBT31484 

Seawater Immersion    PASS-GBT31484 

Drop                 PASS-GBT31484 
 

N2.2R3ND-5 Cell Specifications 

Characteristic                Typical 

Dimension                18.45 X 65.4mm 

Weight                  0.046Kg ± 0.02 

Capacity                      2.2Ah 

Voltage (Normal)               3.6V 

Discharge Energy              7.92Wh 

Specific Energy                172.17Wh/Kg 

Max Cont. Discharge Current    6.6A @ 25°C 

Max Pulse Discharge Current    11.0A @ 25°C 3S 

DC Resistance                ≤28mΩ 

Peak Power                  ≥39.6 W 

Specific Power                ≥860.86W/Kg 
 

Cycle Life                    Typical 

100% DOD Cycles @ 25°C,  0.2C/1C ≥500 Cycles 

*Cycle Life To 80% Of Rated Capacity-1C Charge / 3C Discharge 

 

Characteristic                Typical 

Standard Charge Rate        0.2C (0.44A)  

Quick Charge Rate           0.5C (Max 1C) 

Upper Voltage Limit            4.2V  

Cut-Off Low Voltage            2.5V 

Charge Temp. Range          0℃~ 60℃ 

Discharge Temp Range       -20℃ ~ 60℃ 
 

UN38.3 IEC62133 RoHS
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Capacity VS Cycles 
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Competitors 
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 Item   |     1#    |     2# 

0.2C Volt      3.781       3.816 

0.2C Wh/Kg   228.96      212.00 

1C Volt       3.552        3.571 

1C Wh/Kg    192.73       178.46 

1C Dis. Capacity 10%+, Density 8%+  

0.2C Charge and 1C Discharge @ RT 
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Mechanical Dimension  

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

T Diameter 18.45(Max)mm 

W Width  

L Height 65.4 (Max)mm 

B Tab Width  

A Tab Length  

W1 Tab Distance  

※ The Performance Depends On Use Conditions And Application. 

※ PoniLion® Change Contents Subject Without Notice. 


