
Akyga Battery

21700 4000mah 10C
Items Specification

3.1 Standard Discharge Capacity
4,000mAh
- Charge: 0.5C(2A), 4.20V, 0.05C(200mA) cut-off@ RT
- Discharge: 0.2C(800mA), 2.5V cut-off @ RT

3.2 Rate Discharge Capacity
3,900 mAh
Charge:1.5C(6A), 4.20V, 0.025C(100mA) cut-off @RT
Discharge: 10A, 2.5V cut-off @ RT

3.3 Nominal Voltage 3.6V

3.4 Nominal Charge CCCV, 2A, 4.20 V, 200mA cut-off

3.5 Fast Charge CCCV, 6A, 4.20 V, 100mA cut-off

3.6 Charge Time Standard Charge：180min / 200mA cut-off(@RT) 
Rate Charge： 70min / 100mA cut-off (@RT)

3.7 Max Continuous discharge current        
( Cell surface Temperature)

45A (80℃ cut-off)

3.8 Discharge Cut-off Voltage 2.5V

3.9 Cycle lifetime

Capacity ≥ 2,400mAh @300 cycles 
(25℃ Standard discharge capacity 60%)                                                             
Charge: 6A, 4.20V, CCCV 100mA cut-off@ RT
Discharge: 35A，2.5V cut-off @ RT

3.10 Storage Performance

Recovery Capacity≥ 3,510 mAh (25℃ Standard discharge capacity 90%)
Charge : 6A, 4.20V, CCCV 100mA Cut-off @ RT                                                
Storage: 30 days (@ 60℃)
Discharge : 800mA, 2.5V cut-off @ RT

3.11 Cell Weight 65±2 g

3.12 Cell Size
Height： 70.60±0.15mm
Diameter： 21.2±0.2mm

3.13 Working Temperature(Environment 
Humidity)

Charge： 0 to 45℃
Discharge：-20 to 60℃

3.14  Working Temperature (Cell Surface)

Discharge： 0 to 50℃
(Recovery Charging Temperature <45℃)
Discharge: -20 to 80℃

(Recovery Discharging Temperature  < 60℃)

3.15 Storage Temperature(30% SOC)
1 year  -20~25℃                                                                                                      
3 months  -20~45℃                                                                                                
1 month   -20~60℃
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