PCM Specification (Temperature 25°C, Humidity<90%)

ltem Min Typ Max Unit
Input Voltage(B+&B-) 0.3 12 Vv
Overcharge Protection Voltage 4.255 4.280 4.305 V
Overcharge Release Voltage 4.055 4.08 4.105 V
Overcharge Delay time 0.96 1.2 1.4 s
Over discharge Protection Voltage 2.95 3.0 3.05 V
Over discharge Release Voltage 2.95 3.0 3.05 V
Over discharge Delay Time 115 144 173 ms
Overcurrent Protection 1.0 2.0 3.0 A
Overcurrent Delay Time 7.2 9 11 ms
Static Current 1.0 3.0 6.0 uA
PCM Resistance 30 45 60 mQ
Temperature Range -40 85 T
Principle Draw
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Paster draw

O,
1 - IDIII-I

IH
= 1

]
@

Materals
Mark Name Part Number Packing Quantity Brand
R1 Chip Resistance 470Q, 5% 0603 1 YAGEO
R2 Chip Resistance 2KQ, 5% 0603 1 YAGEO
C1 Chip capacitance 0.1uF ,-20%/+80%,50V 0603 1 YAGEO
U1 IC G3J SOT-23-6 1 Sl
U2 U3 MOS 8205A SOT-23-8 1 Chhipwinner
B+ B- Steel Tape 7.0*3.0*0.3mm 2
PCB2837 PCB 28.0mm x 3.7mm x 0.6mm 1
Dimension
3.7mm

PCB: 0. 6+3. 7428mm (0. 1mm)

}< 28.0mm




