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1. SCOPE AND DESCRIPTION

Following electronic product specifications apply to fuses of the 612
series. The 612 series is a Time-Lag type miniature fuse for over-
current protection.

With the good electrical capacity, this series fuses used as
supplementary protection in appliance or utilization equipment to
provide individual protection for components or internal circuit.

2. GENERAL INFORMATION

General Description

The 612 series time-lag fuse with high interrupting ratings and high voltage ratings for use
with printed circuit boards is used in a large variety of applications. This 6x30mm device is
constructed of a glass tube with electro-plated brass end caps. The 612 series with 250
VAC rating and 35A to 200 Ampere breaking capacity, offers excellent quality and is 100%
tested for cold resistance and precise length.

Detailed Features

+ Miniature fuse with time-lag, high interrupting ratings and voltage ratings

« 6mm x 30mm physical dimensions

* Glass tube, encapsulated design with nickel - plated brass end caps

+ Optional axial leads are 0.8mmX38mm @ 500mA~12.5A and ®1.0mmX38mm @ 15A~30A
+ Protection against harmful over-currents in primary and secondary applications.

* Lead-free, Halogen-free, RoHS compliant

* Designed compliant to UL 248-14

3. AGENCY APPROVALS

Agency Agency File Number Ampere/ Voltage Range
E300003 125VAC/ 250VAC: 500mA~1A;1.5A~3A; 4~8A
c us 125VAC: 500mA~3A
“ 125V AC/250VAC: 10A~20A
c Us E300003 125V AC/250VAC: 25A~30A

CQC09012040164 | 250V AC: 8A, 10A

PSE15020901 250V AC: 20A
PSE15020907 250V AC: 15A




: Beiiel
Circuit protection components 6 1 2 / O C F U S E
® manufacturer & Brand operator

4. PART NUMBERING SYSTEM

4.1 Part Number

Example: 6122200200

612 2200 2 Of
1 2 3 4
1 .Product Series ................... 612
2 .Ampere Rating/ Code ......... 20A  (see table 4.3 below)
3 .Voltage Rating .................. 2 - 250V
1-125V
4 .Packaging Code ................ (see table 4.2 below)
4.2 Packaging Code Table 4.3. Ampere Rating Table
00 Normal product 0500 500mA 125V/250V
01 Lead length: 38mm 0630 630mA 125V/250V
02 Lead length: 50mm 0800 800mA 125V/250V
1100 1.00A 125V/250V
03 Custom made 1125 1.25A 125V/250V
1150 1.50A 125V/250V
1160 1.60A 125V/250V
1200 2.00A 125V/250V
1250 2.50A 125V/250V
1300 3.00A 125V/250V
1315 3.15A 125V/250V
1350 3.50A 125V/250V
1400 4.00A 125V/250V
1500 5.00A 125V/250V
1600 6.00A 125V/250V
1700 7.00A 125V/250V
1800 8.00A 125V/250V
2100 10.00A 125V/250V
2120 12.00A 125V/250V
2150 15.00A 125V/250V
2160 16.00A 125V/250V
2200 20.00A 125V/250V
2250 25.00A 125V/250V
2300 30.00A 125V/250V
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5. MECHANICAL SPECIFICATIONS

t Glass Tube

ERSNFI

o

End Cap SOldeI‘ing Me

End caxmd\ Solderin;g/cap Me,“/ Glass Tube

o /L ‘
)
Dimensions (units: mm)
Operating Temperature:
-55°C to 125°C
Storage Conditions:
[«
6.45+0.20 =
A +10°C to +60°C
31.8+0.8 N
© Relative humidity: < 75% yearly average
R without dew, maximum 30 days at 95%
_H
v
S
J—[» L] Vibration Resistance:
= LL o +1
g l 325410 *38 | 24 cycles at 15 min. each (60068-6)
* =
* & 10-60Hz at 0.75mm amplitude
g %k
Short lead:  30mm 60-2000Hz at 10g acceleration
ok :
500mA~12.5A: ®0.80mm

15.0A~25.0A: ®1.00mm
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6. ELECTRICAL SPECIFICATIONS

Time vs Current Characteristics Table

(measured with constant current power supply)

Time vs Current Characteristics: UL-248-14

Rated current  100% 115% 135% 200% 210% 275% 400% 1000%
500mA~30A >4h / <th 5s~60s / / / /
8A/10A(IEC) / >1h / / <120s 600ms~10s 150ms~3s 20ms~300ms

Average Time Current (I-T) Curves

Average Time Current (I-T curves)

1000

100

10

TIME IN SECONDS

0.1

0.01
0.1 1 10 100 1000

CURRENT IN AMPERES
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Electrical characteristics

Electrical Characteristics

Nominal Approvals
Amp Rated . Breaking
Code  Current Iz':/('Z'}é’;%) Capacity cULus cURus cQC | PSE
125V 250V | 125V 250V | 250V | 250V

0500 500mA 0.49 ° ° o o o o
10kA/125V AC

0800  800mMA 1.96 50-60Hz . . o o o o
Cos=0.7-0.8

1100 1.00A 4.84 ° ° o o o o

1125 1.25A 6.76 o o o o o o

1150 1.50A 26.01 ° ° o o o o

1160 1.60A 28.62 ° ° o o o o
10kA/125V AC

1250  2.50A 47.61 50-60Hz . . o o o o
Cosp=0.7-0.8

1300 3.00A 121 ° ° o o o o

1315 3.15A 132 o o o o o o

1350 3.50A 182 o o o o o o

1400 4.00A 324 ° ° o o o o

1500 5.00A 361 10kA/125V AC ° ° o o o o

1600  6.00A 462 200\%’ _26500|_\|/Z M . . ° o ° o

1700  7.00A 462 Cos9=0.7-0.8 o o o o o o

1800 8.00A 676 ° ° o o ° o

2100  10.00A 1190 o o ° ° ° o

2120 12.00A 1640 400A/125V AC o o ° ° o o
200A/250V AC

2150 15.00A 2500 50-60Hz o o ° ° o °

2160 16.00A 2601 Cos¢=0.7-0.8 o o ° ° o o

2200 20.00A 3249 o o ° ° o °

2250  25.00A 7225 400A/125V AC o o . . o o
100A/250V AC

2300 30.00A 8081 50-60Hz o o ° ° o o
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Temperature Rerating Curve
Temperature Rerating Curve

140.0% :
S 120.0%
= :
§ 100.0% :
% 80.0% ;
E i
E 60.0% :
9 i
5 40.0% i
A~ :

20.0% .

-40°C -20°C 0°C 20°C 40°C 60°C 80°C 100°C 120°C
AMBIENT TEMPERATURE
Operating Current (A)

Calculation for ideal fuse selection=

Rating (%x0.75)

7. SOLDERING PARAMETERS

260°C.<3 sec (Wave Soldering) 280

350°C.<3 sec (Hand Soldering)

Temperature (°C)
2s

Soldering Peak:

2607 - 10 sec (IEC 60068-20) 40
20— v 1 ‘ ]

T T — . .
0 20 | 40 60 80 100 120 [140 160 180 200 220 240
Time (Seconds) Preheat time o] |[«—  Cooling time

Dwell time

‘ 8. ORDERING INFORMATION

The following information are necessary in order to place your order with us correctly:

m Amp Code Packaging Code Quantity Purchase Order No.
612
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‘ 9. PACKING INFORMATION

Packing details

\O
v
—
130
Master Carton
Inner Box
()
S
6\) —
15 0 \@
Net Weight Inner box Master Carton
162g . 880g . 9.3kg
(100pcs/bag) weight Weight
Qty per bag 100pcs Qty per box 500pcs Qty per carton 5000pcs

© DongGuan Better Electronics Technology Co., Ltd

REETT DUR L TR I R A 7

Room 601 of 16 Block, Xinzhuyuan, No.4, Xinzhu Road, Songshanlake Hightech Industrial Development Zone, Dongguan City, Guangdong P.R.C
TR ARSETTRA L E R AR I R X R 4 58T A6 16 BSR4 601

Tel: +86 769-2307 8212  Fax: +86 769-8352 1857

Web: www.betterfuse.com Email: info@betterfuse.com
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10. APPENDIX

Page Bottom

ECTORY

JDYX.E300003
Fuses, Supplemental

Fuses, Supplemental

See General Information for Fuses, Supplemental

DONGGUAN BETTER ELECTRONICS TECHNOLOGY CO LTD E300003
RM 601 OF 16 BLK

XINZHUYUAN NO 4 XINZHU RD

SONGSHANLAKE HIGHTECH INDUSTRIAL DEVELOPMENT ZONE

DONGGUAN, GUANGDONG 523808 CHINA

Supplemental fuses: time delay, cartridge enclosed

Size Amps Volts Interrupting Rating
Cat. No. mm(in) (A) ) (A)
612 6.35 x 31.8 05-1 125Vac 10000
(0.25 x 1.25)

05-1 250Vac 35

1.5-3.0 125Vac 10000

1.5=3:0 250Vac 100

4.0 - 8.0 125Vac 10000

4.0 - 8.0 250Vac 200

0.5-3 125Vdc 500
x - Where x represents number.
Last Updated on 2015-07-17
Questions? Print this page Terms of Use Page Top

€ 2015 UL LLC

The appearance of a company's name or product in this database does not in itself assure that products so identified have
been manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be
Certified and covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions:
1. The Guide Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be presented in
their entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 2. The statement
"Reprinted from the Online Certifications Directory with permission from UL" must appear adjacent to the extracted material.
In addition, the reprinted material must include a copyright notice in the following format: "© 2015 UL LLC".
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Page Bottom

JDYX2.E300003
Fuses, Supplemental - Component

Fuses, Supplemental - Component

See General Information for Fuses, Supplemental - Component

DONGGUAN BETTER ELECTRONICS TECHNOLOGY CO LTD
RM 601 OF 16 BLK

XINZHUYUAN NO 4 XINZHU RD

SONGSHANLAKE HIGHTECH INDUSTRIAL DEVELOPMENT ZONE
DONGGUAN, GUANGDONG 523808 CHINA

E300003

Supplemental fuses: time delay, cartridge enclosed

Size Amps Volts Interrupting Rating
Cat. No. mm(in) (A) v) (A)
512 5x 20 0.5-0.8 125Vac 10000
(0.20 x 0.79)
0.5-0.8 250Vac 35
1.0-6.3 125Vac 10000
1.0-6.3 250Vac 100
8.0 - 15.0 125Vac 400
8.0 - 15.0 250Vac 100
612 6.35x 31.8 10 - 20 125Vac 400
(0.25 x 1.25)
10 - 20 250Vac 200
25 - 30 125Vac 400
25 - 30 250Vac 100
Marking: Company name and model designation.
Last Updated on 2015-07-17
Questions? Print this page Terms of Use Page Top

€ 2015 UL LLC

The appearance of a company's name or product in this database does not in itself assure that products so identified have
been manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be
Certified and covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions:
1. The Guide Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be presented in
their entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 2. The statement
"Reprinted from the Online Certifications Directory with permission from UL" must appear adjacent to the extracted material.
In addition, the reprinted material must include a copyright notice in the following format: "© 2015 UL LLC".
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