FH1-206-Z Hold Beisiel
Circuit protection components
® manufacturer & Brand operator

Features
The FH1-206-Z fuse holder for overload
protection.

® PC Mount: 5x20mm Fuse
®  Electrical Data(23C):
Voltage: 250V AC
Max. Current: 10A
Operating Temperature: -0°C ~ +85°C

® Cap: Bayonet type @
° Material: Housing: PBT, UL rated 94V2 min

Bayonet:PBT, UL rated 94V2 min
Terminal:Brass,silver or tin plated

Dimensions (unit in mm)
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PCB Layout (unit in mm):
10.0 Tolerances: .x+0.3, .xx+0.15
Ordering Information
Series Amp code Supplementary Code Qty
FH1-206-Z i
V4
?EELE\‘%ESE%TESNBE China sales: Japan sales: South Korea sales: Europe sales: ’l.\‘ .-‘
o T . _ Jacky Huang Erin Jenny Li Helge Glueck O 1717
AR IS T RHUR G TI A 7) slsO1@betterfuse.com 0ss01@betterfuse.com  sm12@betterfuse.com helge@betterfuse.com (5!;) g
www.betterfuse.com +86 769-83238731 ext.859  +86-769-2307 8202 +86 769-2307 8212 +49-341-946 98772 Int ertek - Intertek



mailto:sls01@betterfuse.com
mailto:lynn.li@betterfuse.com
mailto:helge@betterfuse.com
mailto:sm12@betterfuse.com
mrd-06
图章


