
SPECIFICATION  FOR  APPROVAL 
CUSTOMER:          
                   

CUSTOMER’S PART NAME 

DESCRIPTION:       

                      SSL0807UW-152J 

DATE:  

                 2016/8/24 

(1) .MECHANICAL ASSEMBLY 

 

  

A    9.5(MAX)   m/m 

B    9.5(MAX)   m/m 

C    5.0  0.1     m/m 

D    2.5(MAX)    m/m  

E Ø 0.6 (REF)   m/m 

F      m/m 

G                m/m 

H                m/m 

I                m/m 

J                m/m 

K                m/m 

L                m/m 

1ST COLOR 2ND COLOR  3RD COLOR 4 TH COLOR 

(2)ELECTRICAL REQUIREMENTS (3)SCHEMATIC 

          

L 1.5  5% mH 
TEST 

FREQUENCY 
100KHZ/0.1V 

RDC 5.2 (MAX)  
TEST 

FREQUENCY 
 

IDC 0.25(MAX) A TEST 

FREQUENCY 
 

SRF          
TEST 

FREQUENCY 
 

  
TEST 

FREQUENCY 
 

(4)TEST INSTRUMENTS 

LCR meter HP 4284A  

HP 4260A UNIVERSAL BRIDGE 

HP 4261 A DIGITAL LCR METER 

DELICA HAM 310 GRID-DIP METER 

DMC-230 DIGITAL DIP METER 

DMC-470 DIGITAL DIP METER  

DIGITAL MULTIMETER SC-7401 

HP 4815A RF VECTOR IMPEDANCE METER 

34420A METER DCR 

HP 5382A FREQUENCY COUNTER 

VR126G/7220 METER IDC  

TEXSCAN 9900B SWEEP SYSTEM ANALYZER 

HP 4291 A RF IMPEDANCE ANALYZER 

HP 4338 A MILLIOHMMETER 

REVISION 
DRAWN BY 

CHECKED BY 
MAT’L SPEC. 

APPROVED BY 

 

Elsa   CORE  

  TUBE  
CHECKED BY 

     

 Alice  
  TEST WIRE  

  TEST WINDING  
DRAWN BY 

 

      William 
  PCB  

 
EROCORE ENTERPRISE CO., LTD. 

 


