Bk S Huawei P/N: CHANGZHOU HUAWEI ELECTRONICS CO.,LTD p 1
age:
VT1V100MB054000CEO 35 V. 10 uF 4 * 5.4
CUSTOMER :Ropla
CUSTOMER P/N:
DIAGRAM OF DIMENSIONS:
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I H I tems Performance
W Vi Operating temperature range - 40°C "~ + 105 C
R B4 ¥ Capacitance Toleranc - 20 % + 20 % (120Hz, 20°C)
JRIA B ESurge voltage 43 VDC
IR H it Leakage current I < 3.5 uA After 2 minutes
HFEIEY)MEDissipation Factor (Tan 8 ) < 0.14 (120Hz,20°C)
FH4T B.S.R < - Q (100KHz,20°C)
LU W Ripple Currents (rms) MAX 23 mA (120Hz,105°C)
FH47L b Low Temperature 7-25°C / 7+20°C 2
Characteristics (120Hz)
7-40°C / 7+20°C 3
BEEIE R B Ripple Currentt Frequency (Hz) | 50HZ | 120HZ 300HZ IKHZ = 10KHZ
Frequency Multipliers
Multipliers 0.7 1 1. 17 1. 36 1.5
Hiif fifiLoad Life Test: Capacitance Change [Within +£20% of initial value
After 1000 Hrs at 105C
R AFf#Shelf Life Test: Dissipation Factor |[Not more than 200% of the initial specified value
After 1000 Hrs at 105C
Leakage current |The initial specified value or less
] FE RIS bR HES tandards JIS C 5101-1, —18
N EY) JFiRemarks RoHS Compliance & Halogen—free
PE bR RMarking: Each capacitor shall be marked with the following information
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