ekl S Huawei P/N: CHANGZHOU HUAWEI ELECTRONICS CO.,LTD P 1
age:
VX1C101MEO87000CEQ 16 V 100 uF 6.3 % 8.7
& V4B CUSTOMER :Ropla Elektronik Sp. z o.o.
% VB CUSTOMER P/N:
7= )] ~) DTAGRAM OF DIMENSIONS:
Voltage Series plastic base Positive Unit: mm
>
<
capacitance 102 E DD 6.3
| A 7.3
@ ZS I \
54 B 6.6
P o
235 | H w 7 C 6.6
e B 2.2
) L 8.7
Negative
H H 0.570.8
TiH Items Performance
?ﬁfg?ﬁ Operating temperature range - 925 °C ~oog 105 C
REFSE Capacitance Toleranc - 20 % + 20 % (120Hz, 20°C)
JRTEHLE Surge voltage 18.4  VDC
R Leakage current 1 < 16 nA After 2 minutes
PAFEIEYME Dissipation Factor (Tan §) < 0. 26 (120Hz,20°C)
FH#T E.S.R < 1 Q (100KHz,25°C)
LUK HLL Ripple Currents (rms) MAX 230 mA (100KHz,105°C)
BH#TEL Low Temperature
Characteristics (120Hz) 7-10°C / 7+20°C 2
PRBIE R B Ripple Current& Frequency (Hz) 120HZ 1KHZ 10KHZ 100KHZ
Frequency Multipliers Multipliers 0. 4 0.75 0.9 1
EiR fifiiLoad Life Test: Capacitance Change |Within £30% of initial value
After 8000 Hrs at 105°C
BB EShelf Life Test: Dissipation Factor |[Not more than 300% of the initial specified value
After 1000 Hrs at 105C Leakage current |[The initial specified value or less
Al FEME R ARE Standards JIS C 5101-1, 18
INEEYI B Remarks RoHS Compliance & Halogen—free
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