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D 5 6 8 10 12.5 16

F 2.0 2.5 3.5 5.0 5.0 7.5

d 0.5 0.5 0.6 0.6 0.6 0.8

1.5 1.5 1.5 1.5 2.0 2.0

Item Characteristic

Operation Temperature Range -40 ~ +105°C

Rated Working Voltage 6.3 ~ 35VDC

Capacitance Tolerance (120Hz 20°C) 20% (M)

Leakage Current                  (20°C)

Surge Voltage

                                             (20°C)

W.V. 6.3 10 16 25 35

S.V. 8 13 20 32 44

Dissipation Factor (tan 

                                  (120Hz 20°C)

Add 0.02 per 1000 

W.V. 6.3 10 16 25 35

tan 0.22 0.19 0.16 0.14 0.12

Low Temperature Stability

Impedance ratio at 120Hz

Rated Voltage (V) 6.3 10 16 25 35

-25°C / +20°C 2 2 2 2 2

-40°C / +20°C 3 3 3 3 3

Load Life

After 5000~6000 hours application of W.V. at +105°C, the capacitor shall meet the following limits.

(DC + ripple peak voltage  rate working voltage)

D 5~6.3 8~16

Life (hours) 5000hrs 6000hrs

 If dimension is down size, Endurance will be less 1000 hours than standard.

Capacitance Change 30% of initial value for 6.3~10W.V., 25% of initial value for 16~35W.V.

Dissipation Factor

Leakage current

Shelf Life
At +105°C no voltage application after 500 hours the capacitor shall meet the following limits. 

(With voltage treatment)

Temperature(°C) 65 85 105

2.00 1.50 1.00

Frequency(Hz) 120 1k 10k 100k

47~150µF 0.40 0.75 0.90 1.00

220~560µF 0.50 0.85 0.94 1.00

680~1800µF 0.60 0.87 0.95 1.00

2200~3900µF 0.75 0.90 0.95 1.00

4700~8200µF 0.85 0.95 0.98 1.00
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6.3 10 16

DxL IMP. R.C. DxL IMP. R.C. DxL IMP. R.C.

100 5x11 0.240 330

150 5x11 0.240 330

220 5x11 0.240 330 6.3x11 0.110 500

330 6.3x11 0.110 500

470 6.3x11 0.110 500 8x12 0.062 900

680
8x12 0.062 900 8x15 0.048 1210

10x12.5 0.053 1240

820 8x12 0.062 900

1000
8x15 0.048 1210 8x20 0.041 1410

10x12.5 0.053 1240 10x16 0.038 1650

1200
8x15 0.048 1210

10x12.5 0.053 1240

1500
8x20 0.041 1410 8x20 0.041 1410 10x20 0.026 1960

10x16 0.038 1650

1800 10x16 0.038 1650 10x20 0.026 1960 10x25 0.023 2250

2200 10x20 0.026 1960 10x25 0.023 2250 12.5x20 0.023 2480

2700 10x25 0.023 2250 12.5x25 0.020 2900

3300
12.5x20 0.023 2480 12.5x30 0.017 3450

16x20 0.018 3250

3900 12.5x20 0.023 2480 12.5x25 0.020 2900 12.5x35 0.016 3570

4700
12.5x25 0.020 2900 12.5x30 0.017 3450 16x25 0.017 3630

16x20 0.018 3250

5600 12.5x30 0.017 3450 12.5x35 0.016 3570

6800
12.5x35 0.016 3570 16x25 0.017 3630

16x20 0.018 3250

8200 16x25 0.017 3630

µF Item

V(DC)

°
°

25 35
DxL IMP. R.C. DxL IMP. R.C.

47 5x11 0.240 330

68 5x11 0.240 330

100 6.3x11 0.110 500

150 6.3x11 0.110 500

220 8x12 0.062 900

270 8x15 0.048 1210

330 8x12 0.062 900 10x12.5 0.053 1240

390 8x15 0.048 1210 8x20 0.041 1410

470 10x12.5 0.053 1240 10x16 0.038 1650

560 8x20 0.041 1410 10x20 0.026 1960

680 10x16 0.038 1650 10x25 0.023 2250
820 10x20 0.026 1960
1000 10x25 0.023 2250 12.5x20 0.023 2480

1200 12.5x25 0.020 2900

1500
12.5x20 0.023 2480 12.5x30 0.017 3450

16x20 0.018 3250

1800 12.5x25 0.020 2900 12.5x35 0.016 3570

2200
12.5x30 0.017 3450 16x25 0.017 3630

16x20 0.018 3250

2700 12.5x35 0.016 3570

3300 16x25 0.017 3630

µF Item

V(DC)


