ENTOR

INNOVATIONS FOR THE FUTURE

@ 5 mm Einzel-LED's

@ 5 mm Single LEDs

Allgemeine Hinweise und Technische Daten

Allgemeine Hinweise und technische Daten: siehe Seite 23
Technische Daten LED's: siehe Seite 49

Dieser Baustein mit seitlichen Stegen und Nuten, die bei Aneinanderreihung inein-
andergreifen, sorgen auf der Leiterplatte flir entsprechende Stabilisierung. Der
angebrachte Fixierzapfen gibt zusétzlichen mechanischen Halt. Die Serien 1904 und
1807 sind auf Anfrage auch mit eingebautem Vorwiderstand fiir unterschiedliche
Betriebsspannungen lieferbar.

~ Farbe-Color  LED-Type  Art-Nr.

B red As 1904.2001
yellow A7 1904.7001
green A8 1904.8001

General Remarks and Technical Data
General remarks and technical data: see page 23
Technical data LEDs: see page 49

This component is equipped with lateral fins and grooves, which interlock when
stacking the components thus guaranteeing stability on the printed circuit board.
The attached fixing pin provides additional mechanical hold. Series 1904 and 1807
are available with integrated protective resistor for various operating voltages on
request.
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~ Farbe-Color  LED-Type  Art-Nr.

B red A5 1807.2031
yellow A7 1807.7031
green A8 1807.8031

B super-red A12 1807.2033
yellow A13 1807.7033
green A4 1807.8033
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Dieser Baustein kann auch mit 3-poligen LED's bestiickt werden.

~ Farbe-Color  LED-Type  Art-Nr.

B red A5 1800.2032
yellow A7 1800.7032
green A8 1800.8032

~ Farbe-Color  LED-Type  Art-Nr.

B red As 1800.2031
yellow A7 1800.7031
green A8 1800.8031

This component can also be equipped with 3-pole LEDs.
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Magerdruck keine Lagerware - Bestellmenge und Preise auf Anfrage - Light printing non-stock item - Quantity and prices on request





