
1

Conduit distributor

© Murrplastik Systemtechnik GmbH • prvID_65961~20160507~890283~83701888

Co
nd

ui
t d

is
tr

ib
ut

or

Type YTPE-F

C

N
W
3

N
W
1

N
W
2

A

PRODUCT INFORMATION SPECIFICATIONS

The YTPE-F conduit distributors are made of 
specially modified thermoplastic elastomer. 
They are used for coupling Murrplastik cable 
protection conduits of the same and different 
diameters.
The distributors feature the following ad-
vantages:

•	 Easy assembly - just insert the cable 
protection conduit

•	 High protection class
•	 Closed design

Thermoplastic elastomer

IP 66

-30 – 100 °C 

HB

Type Order No. Colour for Murrflex with
NW1 / NW2 / NW3

A
mm

C
mm

Pack
qty.

YTPE-F-36/36/48 83701888 Black 36 / 36 / 48 109.00 116.00 5

MATERIAL PROPERTIES

Thermoplastic elastomer

MECHANICAL PROPERTIES

Protection class
IP 66

THERMAL PROPERTIES

Temperature / temperature range
-30 – 100 °C 

FIRE BEHAVIOUR

Fire classification
HB

TECHNICAL INFORMATION

Halogen-free

CONFORMITY

RoHS (EC Directive 202/95/EC)
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