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IItteemm CChhaarraacctteerriissttiiccss

SSeerriieess NNaammee
RRaatteedd VVoollttaaggee RRaannggee

OOppeerraattiinngg TTeemmppeerraattuurree RRaannggee
CCaappaacciittaannccee TToolleerraannccee ±20%(M)                                 (at 20℃, 120Hz)

LLeeaakkaaggee CCuurrrreenntt I=0.05CV(μA) or 10μA, whichever is greater.                                            
((IInn bbootthh ddiirreeccttiioonnss)) Where, I:Max. Leakage current(μA), C:Nominal capacitance(μF), V:Rated voltage(VDC) (at 20℃, after 2 minutes)

The following specifications shall be satisfied when the capacitors are restored to 20℃ after the rated       
voltage is applied with the following conditions with its polarization reversed every 250 hours.

The following specifications shall be satisfied when the capacitors are restored to 20℃ after exposing
them for 500 hours at 85℃(MMVVGG((MMVV))--BBPP) or 105℃(BBDDSS((MMVVKK))--BBPP) without voltage applied. The rated
voltage shall be applied to the capacitors for a minimum of 30 minutes, at least 24 hours and not more
than 48 hours before the measurements.

OOtthheerrss Satisfied characteristics KS C IEC 60384-4

8855℃℃ 22,,000000HHrrss aassssuurreedd..

110055℃℃ 11,,000000HHrrss aassssuurreedd..

Vertical SMD type.
Bi-polarized.
For LED MT / TV.
RoHS compliant.
Halogen-free capacitors are also available.

SSPPEECCIIFFIICCAATTIIOONNSS

PPAARRTT NNUUMMBBEERRIINNGG SSYYSSTTEEMM

MVG 16 VC 22 M BP F55 TP

With tape
Case code

Bi-polar type
Capacitance tolerance(±20%)

Nominal capacitance code
(ex. 1.0㎌:1, 4.7㎌:4R7, 10㎌:10)

Lead type 
Rated voltage
Series name

SSoollvveenntt--
pprrooooff

Rated Voltage(VDC) 4          6.3        10          16           25         35~50

MV-BP 0.45 0.32 0.26          0.24         0.22             0.20     

MVK-BP - 0.35      0.26 0.24        0.20             0.18        

SSeerriieess NNaammee
Test time & temperature
Capacitance change
Tanδ
Leakage current

SSeerriieess NNaammee
Capacitance change
Tanδ
Leakage current

Rated Voltage(VDC) 4         6.3 10        16   25          35~50
Z (-25℃)/Z(20℃) 7       4 3 2        2               2        
Z (-40℃)/Z(20℃) 15 10 8 6       4          3        

TTeemmppeerraattuurree CChhaarraacctteerriissttiiccss
((MMaaxx.. IImmppeeddaannccee rraattiioo))

(at 120Hz)

(at 20℃, 120Hz)

MVG(MV)-BP Series

BDS(MVK)-BP Series

Wide Temp.

MMVV MMVVGG((MMVV))
--BBPP

BBDDSS((MMVVKK))
--BBPP

Bi-polarized

Vertical SMD type.
Bi-polarized.
Wide Temperature Range.
For LED MT / TV.
RoHS compliant.
Halogen-free capacitors are also available.

SShheellff LLiiffee 

LLooaadd LLiiffee

SURFACE MOUNT ALUMINUM ELECTROLYTIC CAPACITORS

MMVVGG((MMVV))--BBPP
4 ~ 50 VDC

-40 ~ +85℃

BBDDSS((MMVVKK))--BBPP
6.3 ~ 50 VDC

-40 ~ +105℃

MMVVGG((MMVV))--BBPP
2,000 hours at 85℃
±20% of the initial value
200% of the initial specified value
The initial specified value

BBDDSS((MMVVKK))--BBPP
1,000 hours at 105℃
±30% of the initial value
300% of the initial specified value
The initial specified value

MMVVGG((MMVV))--BBPP
±15% of the initial value
150% of the initial specified value
The initial specified value

BBDDSS((MMVVKK))--BBPP
±25% of the initial value
200% of the initial specified value
The initial specified value

M
VG

(M
V)-BP/

BD
S

(M
VK)-BP

Series

DDiissssiippaattiioonn FFaaccttoorr((TTaannδδ)) 
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㎌㎌
VVDDCC 66..33 1100 1166 2255 3355 5500

D55 5.3
D55 7.2

D55 7 E55 9.0
D55 8 E55  12

D55 10 E55 14 F60    16
D55 11 E55 16 F60    20

D55 12 E55 18 F60 23
E55 20 F60 28

E55 23 F60 32
F60 35

F60 39

㎌㎌
VVDDCC 44 66..33 1100 1166 2255 3355 5500

D55 5.5
D55 6.5

D55 8 E55     9
D55 9 E55   11

D55 11 E55 13 F55  14
D55 12 E55 15 F55 17

D55 13 E55 18 F55 21
D55 14 E55 21 F55 24

E55 23 F55 28
F55 33

F55 36

DDIIMMEENNSSIIOONNSS OOFF MMVVGG((MMVV))--BBPP,, BBDDSS((MMVVKK))--BBPP SSeerriieess

RRAATTIINNGGSS OOFF MMVVGG((MMVV))--BBPP,, BBDDSS((MMVVKK))--BBPP SSeerrii eess

Note : → Use next higher voltage part.
Parenthesized capacitance is not standard part.

MMVVGG((MMVV))--BBPP

BBDDSS((MMVVKK))--BBPP

Rated Ripple Current(mArms/ 85℃, 120Hz)
Case code 

SURFACE MOUNT ALUMINUM ELECTROLYTIC CAPACITORS

11..00
((11..55))
22..22
33..33
44..77

((66..88))
1100

((1155))
2222
3333
4477

11..00
((11..55))
22..22
33..33
44..77

((66..88))
1100

((1155))
2222
3333
4477

Unit(mm)

Rated Ripple Current (mA rms/105℃, 120Hz)
Case code

DIMENSIONS MARKING

Recommended solder land on PC board

: Solder land on PC board

CCaassee ccooddee ØØDD LL AA BB CC WW PP aa bb cc
D55 5.2 4.3 4.3 5.1 0.5~0.8 1.0 1.0 2.6 1.6
E55 5.2 5.3 5.3 5.9 0.5~0.8 1.4 1.4 3.0 1.6
F55 6.3 5.2 6.6 6.6 7.2 0.5~0.8 1.9 1.9 3.5 1.6
F60 6.3 5.7 6.6 6.6 7.2 0.5~0.8 1.9 1.9 3.5 1.6

Note 1 : 6.3WV is marked by 6V.
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