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VARTA Microbattery GmbH tube printing
CR AH-R 0,64
(IEC CR17450 ) -— p
3V Lithium
Made in PRC In Arbeit
MMYR =
Index Anderung / Alteration Date Name
Wa rning: “ Projection: FreimaBtoleranzen Diese MaBe werden MaBstab / Scale 21
Notes: Risk of fire, S e o
1. Cell type CR17450 explosion or burns. Aldnarsos inn__| P06 | #04 s sl VKB 6217 201 096
: Do not recharge, Als Betriebsgeheimnis over6 £0, Date Name Benennung / Designation
2. OCV 3 VOltS m|n: disassemble crush aRZvC?vtt;aut,alle up to 30 02 Erst/Orig.| 08.11.2017| mhewelt
3. CCV 2,6 volts min. measured under » &2 wer®0 | Lo [Ganme[08.17 2077 mhewsl CR AH-R-TP
3,9 ohm fixed load after 2 sec. heat above 212°F Poicy e | B010 ey ,
{1 UOU} or incinerate. all rights reserved. over 100 assembled with tagS
Format| Zchng. / Dwg.Nr. [Status| Index
U VAR TA | 721862 100
IOngm replf. | replby: | Alloc.:

b I 5 I 4 I 2 I 1




