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Investigated to ANSI/UL 60384-14 (2nd ed.)

Type 

Dsg

Capacitor

Class

Voltage

Rating

(V)

Capacitance 

(μF)

(Tolerance)

Resistance

for RC

Devices

(ohms)

Lower

Temp

(°C)

Upper

Temp

(°C)

Addt'l 

Humidity 

Robustness

Grades

AH 

Series 

(#)

(&)

X1 400/500 V ac/ 1500 Vdc 2-4700 pF/ 

+/-20%$

— -40 +125 IIIB

Y1 250/400/500 V ac/ 1500 

Vdc

AC 

Series 

(&)

X1 400/440/500 V ac/ 1500 

Vdc

2-10000 pF/ 

+/-20%$

— -40 +125 IIIB

Y2 250/300/500 V ac/ 1500 

Vdc

AS 

Series 

(&)

X1 760 V ac/, 1500 Vdc 100-4700 

pF/ +/-20%

@

— -40 +125 IIIB

Y1 500 V ac/ 1500 Vdc

SYW Y1 Y1: 250/400ac 2 -2200pF(a) — -25 +125

SYL X1/Y2 X1:250/275/300/400/440 

Vac;

Y2:250/275/300 Vac

10 -2200pF(a) — -40 +125

Note $: the model code may be followed by Tolerance M for +/-20%. K for +/-10%. J for +/-5%. D for +/-0.5PF. C for +/-0.25PF.

Note @: the model code may be followed by Tolerance M for +/-20%. K for +/-10%.

Note (#): Model "AH" Series with suffix code "7" or "M" is reduce spacing for limited to use in UL 60950 and/or UL 60065 products.

Note (a): Model code may be followed by K (+/-10%)(for type B and E) and M(+/-20%)(for type E and F).

Clearance between leads can be less than 8 mm.
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Clearance/creepage shall follow the UL 60950 and/or UL 60065 requirement.

Note (&): Only Model series with suffix code "W" or "T" have evaluated additional humidity robustness grades IIIB for use in 

following test condition.

Grade IIIB Test damp heat steady state; 85°C/85%RH duration 1000 h, rated voltage applied.

Marking: Company name or trademarks  or  and type designation.
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并不是所有出现在本数据库中的公司名称和产品都满足了UL 跟踪检验服务的要求。只有带有 UL 标志的产品，才应该被视为经过UL认
证，并满足UL 跟踪检验服务的要求。注意查看产品上的标志。

UL 允许在线认证目录中所含材料的复制遵循以下条件：1.指南信息、装配、构造、设计、系统和/或认证（文件）必须在不篡改任何
数据（或图纸）的情况下完整且无误导性地呈现。2.“经 UL 允许从在线认证目录转载”声明必须出现在所摘取材料的邻近位置。此外，
转载材料必须包含以下格式的版权声明： "© 2021 UL LLC"
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